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PRODUCT REVIEWS

SOFT As A WHIsPER
Sandstone Medical Technologies  
Whisper-NG aesthetic laser for skin 
rejuvenation offers a lot of power in 
a compact presentation. The device 
features a 2940nm wavelength 
that�s effective for use on the face, 
neck, chest and hands. Total treat-
ment time for a full face resurfacing 
is less than 15 minutes.  
Contact: 800.565.8721 or  
sandstonemedicaltechnologies.com

GOINg ALL-NATURAL
Advanced Microderm 

presents its MX Micro-
dermabrasion System. The 
device offers 480 watts of 
power and uses all-natural 

baking soda for crystal-free 
dermabrasion. The Class 
1 device also comes with 

a 10-year warranty option. 
Contact: 877.763.4861 or 
advancedmicroderm.com

FOUR MODEs OF ATTACK
ElemØ Medical presents its SmoothShapes system 
for long-lasting cellulite treatment. The noninvasive 
treatment device uses a proprietary technology called 
Photomology that ultimately results in the appearance 
of tighter and smoother skin. It utilizes dynamic 915nm 
laser and 650nm light energy with mechanical massage 
and a vacuum to impact the tissue responsible for the 
appearance of cellulite-engorged fat cells and in�exible 
collagen. Contact: 877.333.5306 or elememedical.com

RIgHT ON TARgET
PCA SKIN introduces Hydrating Serum, 
formulated for maximum cell hydration 
and moisture-binding capacity. The 
serum contains sodium hyaluronate, a 
naturally occurring humectant that can 
retain 1,000 times its weight in water; 
provitamin B5 which increases the skin�s 
moisture-retention capacity; sodium PCA, 
a humectant that improves skin elasticity 
and function; and niacinamide to reduce 
transepidermal water loss. Contact: 
877.722.7546 or pcaskin.com

COVER YOUR EyEs
Sperian (formerly Glendale) introduces I-Block II, 

featherweight metal eyecups that allow the operator to 
move the connecting wire to gain access to the nasal 

area without affecting placement. The eyecups are 
heat resistant and provide protection from all laser 
wavelengths from 190nm to 11,100nm. They have 

been third-party tested to withstand direct laser radia-
tion for 10 seconds. Wavelength and corresponding 

optical density information are laser inscribed on the 
inside of the I-Block II for easy permanent identi�ca-

tion. Contact: 800.500.4739 or glendalelaser.com




